
Category 5e cable (Cat5e), Category 6 (Cat6) cable, RG-59, RG-6 coaxial cable,
Fibre Optic cable, OptiPRO cable, Fibre patch cord, etc.



LAN Cable

PRODUCT DESCRIPTION

The Cable is made up of four twisted pairs of high- quality colour- coded solid bare Copper wires with aPE cross

separator, surrounded by an outer PVC jacket. The cable meets industry standards for low-voltage networks to transfer

voice, data, and video signals applications.Meanwhile, solid Copper Clad Aluminium (CCA) wores will be supplemental

option for small network connections.

PRODUCT FEATURES:

• Compliment to ANSI/TIA-568CCategory 6, ISO/IEC11801ClassEStandards

• Backward compatible with Category 5and5eproducts

• Flame retardancePVCjacket (ULNon-rated)

• Support PoE(CCAnot applicable)

• RoHScompliant

SPECIFICATIONS:

ELECTRICAL (AT 20°C)

• Max.Conductor DCResistance (Ω /100m):9;12(CCA)

• Min. InsulationsResistance (MΩ -Km): 5000

• Dielectric Strength: 1000VDC/1min; No breakdown

• Velocity of Propagation (NVP): 69%

Mechanical
• Outer Diameter (mm):5.8; 6.1 (CCA)

• WireConductor:24AWG;23AWG(CCA)

• Pulling Tension:110NMax.

• Min. Bending Radius: 4xOD;10xOD(CCA)

• Operating Temperature:-20°~ 60°C

Order Information

Part Number Description

ADV-4P6UNR3XBUB Category 6 UTPCable, Non-rated 305mBlue 24AWG

ADV-4P6UNR3XBUX Category 6 UTPCable, Non-rated 305mBlue CCA

Note: Standard packing- Pull Box



Networking Hardware

PRODUCT DESCRIPTION

ADV Category 6 Modular Jack is in Keystone footprint with both unshielded (UTP) and shielded (FTP) styles. The jack

comes with the universal wiring codes - T568A and T568B, which can be terminated by using any quality IDC

termination tools. Moreover, the wire retaining cap is supplied to provide additional cable strain relief. Meanwhile, the

FTPjack iswith toolless feature to provide quick termination.

PRODUCT FEATURES

• Compliant to ANSI/TIA-568.2-DCategory 6, ISO/IEC11801:2017ClassEStandards

• Backward compatible with Category 5and5eproducts

• Compatible with 110 IDCtermination tool

• Support PoE+ (IEEE802.3at)

• RoHS,REACHcompliant

SPECIFICATIONS:

ELECTRICAL

• Contact Resistance: 20mΩMax.

• Insulation Resistance: 250MΩ@100VDC

• WithstandVoltage:DC1000V,AC750VRMS60Hz.1Min

• Conformity:Cat6 Permanent link

MECHANICAL
• PlasticMaterial: NewPC

• Metallic Housing: Zinc alloy (FTP)

• Pin Contacts:Phosphor bronzeplatedwith gold

• IDCContacts:Phosphor bronzewith Zinc plating

• WireCompatibility: 22~24AWG

• Insertion Life:750 cyclesMini.

• IDCTerminations: 250 timesMini.

• Dimensions: 28.2x22.2x16.9mm (UTP),38.2x21.1x16.4mm (FTP)

• Operating Temperature:-10°~ +60°C

Order Information

Part Number Description

ADV-RJ6U-WH ADV Category 6 UTPModular Jack, 180°,White

ADV-RJ6S-SV ADV Category 6 FTPModular Jack, 180°, Silver

EXCELLENT CABLING AND NETWORK CONNECTIVITY



Networking Hardware

SPECIFICATIONS

1. RJ45connector.

2. Material: copper.

3. This is aRJ45Connector application for Cat6 cable.

4. Clear plastic housingwith gold-plated contacts for fast andaccuratedata transmission

5. TheRJ45Plug with easy-to-grasp retention clip.

EXCELLENT CABLING AND NETWORK CONNECTIVITY



Networking Hardware

PRODUCT DESCRIPTION

ADVNCO Category 6 Patch Cords consist of unshielded (UTP) and shielded (FTP) options. The Patch cords are
constructed of Cat6 UTP/FTP stranded wire cable and comprises a molded over RJ45 UTP/FTP plug at each end. The
performance of patch cords meets with ANSI/TIA-568.C2, ISO/IEC 11801 standards.

APPLICATIONS:

• Designed to use with Gigabit Ethernet connection
• Ideal for switches, servers, patch panels, or other equipment
• Support PoE (IEEE 802.3af)

FEATURES:

• Flame retardance PVC Jacket
• Molded-on anti-kink sleeve
• RoHS compliant
• 100% factory tested

SPECIFICATIONS:

ELECTRICAL
• Withstand Voltage: 300V
• Conduction Resistance: 10Ω Max.
• Insulation Resistance: 10MΩ Mini.

MECHANICAL
• Plug Contact: Bronze copper plated with gold
• Wire Conductor: Stranded Copper, 24/28AWG (UTP); 26AWG (FTP)
• Insertion Life: ≥ 750 cycles
• Plug Retention: ≥ 50N
• Operating Temperature: -10°~70°C

Where x denotes length 1/2/3/5/10/15/20/30 Meter

Order Information

Part Number Description

ADV-PC6UNRxBUB Category 6 Patch Cord, UTP PVC xM Blue 24AWG

ADV-PC6UNRxBUD Category 6 Patch Cord, UTP PVC xM Blue 28AWG

ADV-PC6SNRxBUC Category 6 Patch Cord, FTP PVC xM Blue 26AWG

EXCELLENT CABLING AND NETWORK CONNECTIVITY



PRODUCT DESCRIPTION

ADVNCO Copper panel solution provides both unshielded (UTP) and shielded (FTP) modular blank panel selections plus
optional cable management panel as a complete solution.

The empty panel is in 1U 19” 24-port Keystone footprint and supplied with a movable rear cable management organizer.
The panel frame is manufactured in cold rolled steel and in black colour. An earth ground wire is provided for FTP panel.
Required mounting accessories kit is included (24 pcs of cable ties and 4 pcs of cage nuts & screws).

The 1U 19”horizontal cable manager panel is in finger duct style with cover that made of fully metallic material in black
colour. A mounting kit of cage nuts & screws (4 pcs) is included.

SPECIFICATIONS:

1) BLANK MODULAR PATCH PANEL
Features:
• Snap-in structure that easily install and unload the modular jacks
• Compatible with all ADV Keystone modular jacks (order separately)
• Clear port numbers and label areas for easy connection and identification
• Rear cable organizer to maintain cabling well-organized and cable strain relief
• Meet EIA-310D standard to fit all standard mounting racks and cabinets
• RoHS compliant
• Dimensions (LxDxH): 482x79x45mm (UTP) / 484x71x45 (FTP)
• Operation Temperature: 0°C – 70°C

2) CABLE MANAGEMENT PANEL
Features:
• Robust and durable construction with carbon steel
• Easy to organize patching cables within 19”open rack and cabinet
• RoHS compliant
• Dimensions (LxDxH): 483x67x46mm
• Operating Temperature: 0°C – 70°C

Order Information

Part Number Description

ADV-PPBU24 ADV 1U 19”24-Port UTP Blank Patch Panel, Black

ADV-PPBS24 ADV 1U 19”24-Port FTP Blank Patch Panel, Black

ADV-CM1U ADV 1U 19”Cable Management Panel, Black



FEATURES

1. 48-port blank patch panel can be quickly installed according to different requirements for easy disassembly.
2. The post-mounted wire carrier can effectively guide the cable to the terminal point and avoid the force at the end

of the cable and module during the installation process.
3. Suitable for Cat5/Cat6/Cat6A/Cat7 cable and so on exchange general purpose, the flexibility is extremely high,

reduces the customer's investment.
4. It is directly used in 19 inch standard cabinet, machine frame wall cabinet and so on.
5. With Grounding wire

APPLICATIONS:

Modular devices for LAN devices, data communication, and integrated cabling (mainly for managing front-end
information points at the back end). The front-end information point cable enters the distribution frame after entering
the device, and then connects the switchboard with the jumper wire. Its application is strong and easy to install,
reducing installation and operation costs, easy to manage. Comply with 19 "rack installation standard 1U height.)
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